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Firmware update information 


Thank you for using the lcom Download Service. 
The IC-PCR1500/2500 Ver. 2.10 firmware is now ready to update for the previous Ver. 2.01 or older firmware 
for IC-PCR1500, IC-R1500, IC-PCR2500 and IC-R2500. 


Y NOTE: 

¢ If your IC-PCR1500, IC-R1500, IC-PCR2500 or IC-R2500’s Main unit firmware and control software versions 
are 2.10 or later, these update are not necessary. See page 5 for version confirmation details.) 

* Please update the Main unit firmware to Ver. 2.10, if you have updated the control software to Ver. 2.10 or vice 
versa. 


WX AAA 


For control software operation 

=» Windows Vista™ supported (Improved) 

> Frequency coverage extension (Up to 1300 MHz) in P25 mode operation (Improved) 
» AFC function (Improved) 


For remote controller operation 
> Frequency coverage extension (Up to 1300 MHz) in P25 mode operation (Improved) 
» AFC function (Improved) 


Icom, Icom Inc. and the CoM logo are registered trademarks of Icom Incorporated (Japan) in the United States, the United Kingdom, Germany, France, 
Spain, Russia and/or other countries. 


Microsoft, Windows and Windows Vista are either registered trademarks or trademarks of Microsoft Corporation in the U.S.A and/or other countries. Screen 
shots produced with permission from Microsoft Corporation. 
All other products or brands are registered trademarks or trademarks of their respective holders. 


IMPORTANT!: You undertake the updating of the firmware at your own risk and responsibility. 
Refer to the following steps for the correct procedures in updating the firmware. 


@ Preparation 


© Firmware and control software files 


Before updating the firmware and control software, download and expand the following compressed files. 
* Control software : CD-287901 -008.zip 
¢ Receiver’s main unit firmware : Per1500_2500_firmup_v210.zip 
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@ Updating 


IMPORTANT!: You undertake the updating of the firmware at your own risk and responsibility. 
Refer to the following steps for the correct procedures in updating the firmware. 


© Updating the Main unit firmware 


COMMUNICATIONS RECEIVER 
IC-PCR1500/2500 


Firm Update eo 


=== CAUTION === 
Updating the firmware is very risky. If you make a mistake, the IC-PCR1500/2500 may 
not operate properly, and repair at lcom dealer or Icom Inc. may be the only way to fix it. 


‘You undertake the updating of the firmware at your own risk and responsibility. Please 
tefer to the firmware download homepage and/or the instruction manual for the correct 
procedures in updating the firmware. 

Also all previously set conditions, the memory contents, etc will be lost when making a 
firmware update. 

For IC-R1500/2500: Before update the firmware, making a backup file of programmed 
contents and settings with the cloning software is recommended. 


Do you agree to all of the above? 
Click 


Yes 


_IC-PCR1500/2500 Firm Update (2.10) 


Connect the IC-PCR1500/2500 and the PC using with the USB cable, then turn 
power ON. 
Exit the IC-PCR1500/2500 control software, if running. 


Click 


OK 


_IC-PCR1500/2500 Firm Update (2,10) 


Updating the main unit's CPU firmware. It will take approx. 1 minute. 
DO NOT tum the IC-PCR1500/2500 power OFF until "Completed" message is 
displayed. 


Do you wish to start the firmware update? 
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@ Quit all applications when Windows is running. 

(2 Double-click the “PCR1500_2500_fu210.exe’” file, 
contained in “Pcr1500_2500_firmup_v210” folder, to 
start up the IC-PCR1500/2500 Firmware Update. 
¢ The window as at left below appears. 


(3) Read the caution in the window carefully. 


@Click [Yes] if you agree and continue the firmware 
updating. 


© Connect the Main unit and the PC using the USB 
cable, and turn the Main unit ON. 
After that, click [OK]. 


®Click [Yes] to start the firmware update. 


«=Continue to the next page 


© Updating the Main unit firmware— continued 


@During updating, “Updating the firmware” window 
appears as at left. 


_ 36% - IC-PCR1500/2500 Firm Update (2.10) 


Updating the firmware. 


BD NOT aaa te 6-PCR 1500/2500 power OFF. Y Z\WARNING!: NEVER turn the Main unit 
Y power OFF at this stage. 
Y The IC-PCR1500/2500 firmware will be damaged. 
SUURURUaeeRREEE Y If the firmware fille is damaged, the receiver unit 
Y can only be repaired at Icom service center or au- 
ZG thorized technical dealer. 
“IC-PCR1500/2500 Firm Update (210) @®)After the firmware updating, “Firmware updating is 
[SSS completed” window appears as at left. Click [OK]. 
Firmware updating is completed. ¢When “Firmware updating failed” message appears, 
Tum the IC-PCR1500/2500 main unit's power OFF, then ON again with [POWER] turn the Main unit OFF, then ON again and retry the 
switch. After tuming the power ON, the IC-PCR1500/2500 will work with the updated : 
firmware. updating procedure from step @). 
@Turn the Main unit power OFF, then ON again. 
Click - The firmware updating is completed. 


The IC-PCR1500, IC-R1500, IC-PCR2500 or IC-R2500 
will work with the updated firmware. 
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© Updating the control software 


*Why the previous “preset_e.mch” (or “preset_e2.mch,” 
“preset_e3.mch”) file is needed? 

All previously set conditions, such as the memory 
contents, are stored into “preset_e.mch” (or “pre- 
set_e2.mch,” “preset_e3.mch’) file, if you have not save 
the set conditions with a different file name. 

The “preset_e.mch” (or “preset_e2.mch,” “preset_e3.mch’) 
file (initializing file) will be deleted at the same time 
when the control software uninstallation is performed— 
all memory data is lost after the control software up- 
dating if the steps (@ and/or © is/are skipped. 


DOC folder': 
“Document” folder for Windows Vista™ user, or 
“My Document” folder for except Windows Vista™ user 


(Move or make a backup of the preset file, “pre- 
set_e.mch*” (or “preset_e2.mch*,” “preset_e3.mch’*”), 
stored in the IC-PCR1500_ 2500 (or IC-PCR1500) 
folder into the desired location any other than DOC 
folder.t (See the preset file location for Windows 
Vista™ user at this page’s bottom.) 

(2)Uninstall the current IC-PCR1500_ 2500 (or IC- 
PCR1500) program. 
¢ For Windows Vista™ user: 

See page 7 for uninstallation details. 

* For except Windows Vista™ user: 

See the IC-PCR1500/IC-PCR2500 instruction manual 
for uninstallation details. (Sec. 3; Hi Uninstallation) 
)Double click “Setup.exe” file in “Pcr1500_ 2500” 

folder. 

* “Pcr1500_ 2500” folder is contained in “CD-287901 -008” 
folder. 

@) Install the updated control software. 
¢ For Windows Vista™ user: 

See page 6 for uninstallation details. 

* For except Windows Vista™ user: 

See the IC-PCR1500/IC-PCR2500 instruction manual 
for installation details. (Sec. 3; lf Installation) 

©)Start up “IC-PCR1500_2500” program, then quit 
the program. 

* “IC-PCR1500_2500” folder appears in DOC folder.t 
Then preset files are also copied into “IC- 
PCR1500_ 2500” folder in DOC foldert automatically. 

©)Move or copy the preset file, “preset_e.mch*” (or 

“oreset_e2.mch’*,” “preset_e3.mch*”), that is moved or 

backup in step @ into “IC-PCR1500_2500” folder 

(in DOC folder'). 

@ Start up “IC-PCR1500_2500” program. 

(8)Open memory list screen. 

(9)Open the “preset_e.mch*” (or “preset_e2.mch*,” “pre- 
set_e3.mch*”) file in DOC folder* from the file menu. 


© Location of the preset file for Windows Vista™ user 


ize 
17,756 KB 


Hi Compati Click 


ile 63KB 
3/30/2006 12:32 br Nay ‘CH File 63 KB 
3/30/2006 1231 PM. (ile 121 KB 

96 KB 


Date modified Type 
3/30/2006 12:31 PM MCH File 
3/30/2006 12:32PM = MCH File 
3/30/2006 12:32PM —MCHFile 
5/23/2007 9:16 AM = MCH File 
lore » c 5/19/2007 5:43AM File Folder 


icros¢ 


‘oamins 
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@Open the preset file folder via “Computer” or 
“Windows Explorer.” 
* Default (C:\Program Files\lcom\IC-PCR1500_ 2500) 
@lf [Compatibility Files] switch appears on the 
Windows Explorer, click [Compatibility Files] switch. 
(If [Compatible Files] switch does not appear, skip 
this step @).) 
* Overwritten preset file or any other saved data appear. 
(3)Move or make a backup of the preset file, “pre- 
set_e.mch*” (or “preset_e2.mch*,” “preset_e3.mch*”), 
stored in the IC-PCR1500_2500 (or IC-PCR1500) 
folder into the desired location any other than DOC 
folder.t 


© Main unit firmware and control software version confirmation 


[Icom] —__!_~{com 


<Example> 


(e) 
ICOM 


COMMUNICATIONS RECEIVER 
IC-—PCR1500/2500 


For Windows Q8SE / Me / 2000 / XP / Vista 
Version 2.10 


Control software version 


P 


a | . 
-— Main unit firmware version = 
Click ‘2a 


IC-PCR1500 000011) Version 2.10 


© 2005 - 2007 Icom Inc. 


© New feature 


The firmware version of IC-PCR1500, IC-R1500, IC- 
PCR2500 or IC-R2500’s Main unit and control soft- 
ware can be confirmed with the following instructions. 


@ Before launching the program, make sure the Main 
unit is powered ON. 
* The power indicator lights green. 

(@Launch the “IC-PCR1500_2500” program. 

Click the [Power] icon on the tool bar to connect the 
control software and Main unit. 


@ Right-click the [Icom] logo, then click [About]. 


(©)Confirm the Main unit firmware and control software 
version with the displayed screen as at left. 
« “Version 2.10” is displayed for each indication if the 
updating is succeeded. 


Y NOTE: When the IC-PCR1500/2500 control soft- 
Y ware version is 1.00 or 1.01, the Main unit version 
Y information is not displayed. 


© Click [OK]. 


N 


SS 


If you cannot find out the default data for pocket 
beep, follow the below instructions. 


(Click the [Audio Setting] icon on the tool bar to call 
up the Audio Setting screen. 


IC-PCR1500 
ee CAL ic Setting] 
nd oh 


* The Audio setting screen appears as shown at right. 
(2)Delete the wave file name in the “Pocket Beep,” 

then close the Audio setting screen. 

* The pocket beep audio returns to default setting. 


IC-PCR2500 


(S) & 


Audio Settin 
= 
AF GAIN YR / MUTE Button Control 


@ Receiver 


SUB 4 Ml 
c PC 

MAIN | 4 >| Mute 

SUB 4 ol wv 


[ MAIN/SUB Mix 
Beep 
\¥ Confirmation Beep 
Pocket Beep @ Delete 


( is 
Repeat (1-60) (30 
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# Installation/Uninstallation for Microsoft® Windows Vista™ 


IMPORTANT! (for Driver installation): 


¢ NEVER connect the receiver’s Main unit until the USB driver installation is completed. 

¢ For the customer who already has installed the supplied USB driver with CD, this USB driver update 
is not necessary. The performance does not change between the updating or not. If you would like to 
update USB driver, uninstall the existing USB driver first. See page 7 for uninstallation details. 


© Driver installation 


Y The displayed dialog boxes or indications may differ 
Y slightly from the following instructions according to 
Y, your system conditions, or environment. 


INN 


Verify the receiver’s Main unit is disconnected from 
the PC’s USB port. 

(2 Quit all applications when Windows is running. 

(3)Double click “Driver” folder in “CD-287901-008” 
folder. 


ee 


Date modified Type 
5/23/2007 337 PM File Folder 
“ys Per1500_2500 5/23/2007 337 PM File Folder 


Double click 


ontol Pan! Fe 
# Recycle Bin _. Driver 


(4) Double click “WinVista” folder in “Driver” folder. 


° “Win,” “WinMe” and “WinVista” folders are included. 
———— 
ee 


[Name Date modified 
set 5/23/2007 337 PM Fi 
385 5/23/2007 337PM File Folde 
#ACP210xvCPinstaller 3/1/2007 12:12 PM 
3/1/2007 1212 PM 
3/1/2007 12:12 PM 
3/1/2007 12:12 PM 
3/1/2007 1212 PM 
3/1/200712:12 PM. Setup Information 


& Local Disk (C:) 
DVD RW Drive (0:) 
4 = ICOM MANUAL (E:) 
4 4; CD-287901-008 

4b, Driver 


Network 


Double click “CP210xVCPInstaller.exe” file in 
“WinVista” folder. 


=| DDR | ——) 
€° Keo <[Bseoch 
nize Views ~ @ Bum oO) 
Date modified 
5/23/2007 3:37 PM. 


5/23/2007 3:37 PM 
/2007 12:12 PM 


3/1/2007 1212 A 
3/1/2007 12:12 PM gecuri 
3/1/2007 12:12 PM 


& Local Disk (C2) 
DVD RW Drive (0) 
4 == ICOM MANUAL (E}) 


Double click 


1 Pe 500_2500_Fiemup v2 
Network : 
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©)“A program needs your permission to continue” dia- 
log box appears as below. 
Click [Continue] to start the installation. 


) A program needs your permission to continue 


If you started this program, continue. 
Fy Driver Installation Utility 
Silicon Laboratories Click 


User Account Control helps stop unauthorized changes to your computer. 


@ Verify the installation location, then click [Install]. 


8 Silicon Laboratories CP210x USB to UART Bridge Driver Installer = 
4) Sticon Laboratories 
Silicon Laboratories CP210x USB to UART Bridge 


Installation Location: 


Driver Version 4.40 


J C:\Program Files\Silabs MCU\CP210x\, 


Change Install Location... 


(8) Windows starts scanning for the system, then starts 
installing the USB driver. 


Please wait while system is scanned .., Please wait while driver files are copied... 


@)After the installation is completed, click [OK]. 


—_ So 


Ci) Installation completed successfully 


Click 


* Restarting the PC is recommended. 


(0 Connect the receiver’s Main unit to the desired USB 
port with the supplied USB cable. 

d) Turn the receiver’s Main unit power ON. 
* The power indicator lights. 
* “Installing device driver software” appears as below. 


Installing device driver software * 
Click here for status. 


PORE CUO Ta PM 


(2 After the dialog appears as below, USB driver instal- 
lation has been completed. 


f 


“| Your devices are ready to use 
“# Device driver software installed successfully. 


Tle 2) 9:03AM 


© Driver uninstallation 


Y The displayed dialog boxes or indications may differ 
Y slightly from the following instructions according to 
GY your system conditions, or environment. 


SX 


@Start up Windows. 
(2) Select the “Control Panel” in the Start menu. 
¢ The control panel appears as shown in the next step 
below. 
(3)Click the “Uninstall a program.” 
* The “Uninstall or change a program” menu appears. 


System and Maintenance User Accounts and Family 
Get started with Windows & Safety 
Back up your computer @ Set up parental controls for any user 
(@) Add or remove user account ts 
) Security 
Vj Check for updates 
Check this computer's security status 


Appearance and Personalization 
Ag, ani backgrot 


© Fitewal 


«. pce rel Leary Clock, Language, and Region 
me ene LP change keyboards or other input methods 
View network status and tasks 


Baal aa Change display language 


/ Hardware and Sound ( eg 

‘ Let Windows suggest settings 
Play CDs or other media automatically aa 
ae Optimize visual I display 


Mouse 


Additional Options 


{Programs 
Uninstall 2 program 
‘Change startup programs 


Programs 


ks 4] Uninstall a program 
Chanae startup programs 


@Click the “Silicon Laboratories CP210x USB to 
UART Bridge (Driver Removal),*” then click 
[Uninstall/Change]. 

* Older driver: CP210x USB to UART Bridge Controller, 
New driver : Silicon Laboratories CP210x USB to 
UART Bridge (Driver Removal) 


Uninstall or change a program 


To uninstall a program, select it from the list and then click "Uninstall, “Change”, or "Repait”. 


ome (EEE) O Clik 
| Publisher 
i ator Driver 


©] MSXML 4.0 SP2 (KB927978) 


Mi 
Silicon Laboratories CPZ10x USB to ART Bridge (Driver Removal) | 
Symantec Antivirus 


“Windows needs your permission to continue” dia- 
log box appears. Click [Continue]. 
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© “Silicon Laboratories CP210x USB to UART Bridge 
Driver Uninstaller” dialog box appears as below. 
Click [Uninstall] to start the uninstallation. 
* The indication of older driver is different but it is similar 
as below. 


Silicon Laboratories CP210x USB to UART Bridge Driver Uninstaller 
Silicon Laboratories 
Silicon Laboratories CP210x USB to UART Bridge 
Installation Location: 


[C:\Program Files\Silabs\MCU\CP210x 


Driver Version 4.40 


Cancel 


¢ The uninstallation starts. 


o & 


Please wait while driver files are copied... 


ti) Installation completed successfully 


Click 


(8) Restarting the PC is recommended. 


© Application installation 


GY The displayed dialog boxes or indications may differ 
Y slightly from the following instructions according to 
Z your system conditions, or environment. 


YS 


@ uit all applications when Windows is running. 
(2)Double click “Pcr1500_ 2500” folder in “CD-287901- 
008” folder. 
* “Driver” and “Pcr1500_2500” folders are included. 


So) 
[ae > Computer + ICOM MANUAL (E) > CD-287901-008 > 7 
eo = TT = ——4 
| We Orgenize AP Views ~ @ Bun ) 
iS Date modified Type 


5/23/2007 337 PM_—_ File Folder 
5/23/2007 3:37 PM File Folder 


(3)Double click “Setup.exe” file in “Pcr1500_2500” 
folder. 


Cis. < ICOM MANUAL (E) + CD-287901-008 » Per1500_2500 > 


Date modif... Type 


Be 


datal.hdr data engine32 —_layout.bin preset_emch preset 2... 


|B) 6 


preset_e3... preset jamch (setup _) setup.ibt setup setup.inx 


Ei Local Disk (c) Double click 


‘3 DVD RW Dep 


@ “A program needs your permission to continue” dia- 
log box appears. Click [Continue]. 
* The “InstallShield® Wizard” starts preparing the installation. 


ey Starting InstallShield Wizard. | 


(Select the desired display language from “English” 
or “Japanese.” Click [Next>]. 


IC-PCR1500/2500 - InstallShield Wizard fel 


Choose Setup Language 
Select the language for the installation from the choices below. 


Enalish 
Japanese 


@After the preparation, the following dialog box is 
displayed. Click [Next>]. 


lcom IC 


Welcome to the InstallShield Wizard for 
IC-PCR1500/2500 


The InstallShield Wizard will instal IC-PCR1500/2500 on 
your computer. To continue, click Next. 
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@Confirm the installation location, then click [Next>] to 
start the installation. 
* Click [Browse...] then type the desired location if you 
specifying the installation location. 


| Icom IC-PCR1500/2500 Setup 


Choose Destination Location 
Select folder where setup will install files. 


Setup will install IC-PCR1500/2500 in the following folder. 


To install to this folder, click Next. To install to a different folder, click Browse and select 
another folder. 


Destination Folder 
C:\Program Files\Icom\IC-PCR1500_2500 { Browse... | 


Click 


| <Back | | 


* The installation starts. 


Icom IC-PCR1500/2500 Setup 
Setup Status 


IC-PCR1500/2500 is configuring your new software installation. 


Installing Installing Program Files... 
C:\Program Files\Icom\IC-PCR1500_2500\PCR1500.exe 


(8) After the installation is completed, click [Finish]. 


feaye SOO Sep 


InstallShield Wizard Complete 


‘Setup has finished installing IC-PCR1500/2500 on your 
‘computer. 


Click 


¢ The IC-PCR1500_2500 shortcut icon is created on the 
desktop. 
¢ Restarting the PC is recommended. 


If the appeared shortcut icon is different from IC- 
PCR1500_2500, right-click on the desktop, then click 
[Refresh]. 

¢ The shortcut icon changes to the proper icon. 


Undo Copy 


Graphics Properties... 
Graphics Options 


New 


Personalize 


© Application uninstallation 


ZY The displayed dialog boxes or indications may differ 
Y slightly from the following instructions according to 
GY your system conditions, or environment. 


SS 


@ Start up Windows. 
(2 Select the “Control Panel” in the Start menu. 
¢ The control panel appears as shown in the next step 
below. 
(3) Click the “Uninstall a program.” 
¢ The “Uninstall or Change a program” menu appears. 


lo yee) > Control Panel » 


System and Maintenance User Accounts and Family 
Get started with Windows Safety 
Back up your computer @ Set up parental controls for any user 
©) Add or remove user accounts 
Security 

Check for updates 

Check this computer's security status 

@ Allow 2 program through Windows 
© Firewall 


Appearance and Personalization 
Change desktop background 

Customize colors 

Adjust screen resolution 


Network and Internet 
Connect to the Internet 

View network status and tasks 
Set up file sharing 


Clock, Language, and Region 
Change keyboards or other input methods 
Change display language 


Ease of Access 
Let Windows suggest settings 
Optimize visual display 


{ Hardware and Sound 
Play CDs or other media automatically 
Printer 
Mouse . 
Recent Tacks Additional Options 


— 


Programs . 
Uninstall a program Click 


View network status and tasks Celera Mite doll 


(—% Programs 
k 4] Uninstall a program 
Change startup programs 


@Click the “Icom IC-PCR1500/2500,” then click 
[Uninstall]. 


Sos 


CJ > Control Panel » Programs » Programs and Features aE 


Uninstall or change a program 
To uninstall a program, select it from the list and then click "Uninstall", "Change", or "Repair". 


Click 


Publisher 


nantec Corporation 
‘microsoft Corporation 
Microsoft Corporation 


MSXML su sz (REYZI976) 

MSXML 4.0 SP2 Parser and SDK 

Silicon Laboratories CP210x USB to UART Bridge (Driver Removal) 
3 Symantec AntiVirus 


Symantec Corporation 
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“Windows needs your permission to continue” dia- 
log box appears. Click [Continue]. 

©“Confirm Uninstall’ dialog box appears as below. 
Click [OK] to start the uninstallation. 


Confirm Uninstall 


Do you want to completely remove the selected application and all of its features? 


Click 


* The uninstallation starts. 


Please wait while driver files are copied... 


Ci) Installation completed successfully 


Click 


(8) Restarting the PC is recommended. 


© When playing Sub audio through the computer’s speaker (IC-PCR2500 only) 


GY The displayed dialog boxes or indications may differ 
Y slightly from the following instructions according to 
VW your system conditions, or environment. 


IQ 


@ Start up Windows. 
(2 Select the “Control Panel” in the Start menu. 
¢ The control panel appears as shown in the next step 
below. 


(3)Click the “Hardware and Sound.” 
* The “Hardware and Sound” menu appears. 


es 


"> Control Panel > 


System and Maintenance 
Get started with Windows 
Back up your computer 


by) Security 
Appearance and 
Personalization 
vat ke 


Adjus 
Network and Internet 2 
View network status and tasks 
elighiwudes Clock, Language, and Region 
Change keyboards or other input methods 


Change display 
Hardware and Sound nia hee 


/ 
© Pla ther media automatically 
Pri 
use 


/ Hardware and Sound 
Play CDs or other media automatically 
Printer 


Mouse 


@Click the “Manage audio devices,” then click 
[Recording] tab. 
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10 


®Click “Microphone x*-USB Audio Codec,” then click 
[Properties]. (*: Numeral depending on USB port) 


‘ 
i eS 


[Playback] Recording | Sounds | 


Select a recording device below to modify its settings: 


*% Micro) 
phone . 
S 3- USB Audio CODEC (1) Click 
| <dfy Working 


Microphone 
High on Audi 


IMI 


put Device (SPDIF) 
nition Audio Device 


@Click 


OK} [cancel] | Appl 


@Click “Advance,” then change “Default Format” from 
[1 channel, 16 bit, 44100 Hz (CD Quality)] to [2 
channel, 16 bit, 44100 Hz (CD Quality)]. Click [OK]. 

L,. Microphone Properties 
‘Seneal] avon | 


Default Format 


Select the sample rate and bit depth to be used when running 
in shared mode. 


|2 channel, 16 bit, 44100 Hz (CD Quality) | 


Anew oppn 


¥) Give exclusive mode applications priority (2) Select 


meee @OClick 
(Ce) ee) Co) 


